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Locating Pins for Fixtures - Pedestal Pins / Height Adjusting Pins

 CAD Data Folder Name: 22_Locating_Pins  CAD Data Folder Name: 22_Locating_Pins

Q Pedestal Pin

EThe pocket is to collect dust (spatter etc.) generated during welding. 

5
EA flat charge of JPY1,350 for 3 or more identical pieces.
XExpress service is not applicable to Pocket Type.

D P.90Express B JPY500/pc.

QVolume Discount Rate (ERound down to nearest one yen.) P.89

Quantity 1~12 13~19 20~49
Discount Rate Unit Price 5% 10%

E For orders larger than 
indicated quantity, please 
request a quotation.

Q Height Adjusting Pins
Type M

Material
HHardness

Threaded Set Screw Shape

HUPNA HUPTA Round
SCM435 Treated Hardness 35~40HRC

HUPND HUPTD Diamond

THUPNA THUPTA Round
SCM415

Carburized Treated Hardness:
55HRC~ (Depth 0.7~0.8) 
Anti-carburizing on ThreadsTHUPND THUPTD Diamond

Reference:  sin15°≈0.259 sin30°=0.5
 sin45°≈0.707 sin60°≈0.866
 tan15°≈0.267 tan30°≈0.577
 tan45°=1 tan60°≈1.732

Tip Shape EThe center hole remains.
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EP-2Etan(A/2)≥0.73

e=P/2/tan(A/2)+R-{R/sin(A/2)}
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(E)(B)
A

° 

e R
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Tapered

Taper R

* For T 5.0~7.0, detent width is 3mm. For T 7.1~20.0, 
detent width is 5mm.

* No relief at P dimension.
* For Diamond Shape, a step of 0.25 max. will be engraved at the bottom of P dimension.

D
h7

M (Coarse)=D

*5 *5

LL T±0.05 (B) T±0.05

C0.5 or less
No Edge No Edge

R

D
h7 D d

L1 L1 H H-1

P

W

C0.5 or less

R

60°Select from the diagram on the right.

Tip Shape
Select from the diagram on the right.
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(Round) (Diamond)· Threaded · Set Screw

Locating of work piece in both 
vertical and horizontal directions is 
possible.

WorkpieceHeight Adjusting Pin

Height Tolerance ±0.05

QVolume Discount Rate (ERound down to nearest one yen.) P.89

Quantity 1~9 10~19 20~29
Discount Rate Unit Price 5% 10%

E For orders larger than 
indicated quantity, please 
request a quotation.

Q Height Adjusting 
Washer

Type MMaterial HHardness

HUK SCM435 Hardening 35~40HRC

THUK SCM415 Carburized Treated Hardness:
55HRC~ (Depth 0.7~0.8)

Part Number P
0.1mm 

Increment

T
0.1mm 

Increment

H
1mm 

Increment

Unit Price

Type D HUK THUK

HUK
THUK

6 8.0~12.0

5.0~20.0

10~20
1,050 1,1708 10.0~16.0 12~20

10 12.0~20.0 14~25
12 14.0~25.0 16~30 1,300 1,450
16 18.0~32.0 20~35 1,580 1,770

Height Adjusting Washers / Locating Pin Holders for Fixtures
Threaded / Tapped

3

Part Number - P - B - L - A - E - M

Type Tip Shape D

YGIDP B 20 - P12.8 - B30 - L100 - A30 - M8

QFeature: Can be used in combination with cylinder when workpiece insertion and extraction is difficult. Number of parts can be reduced by using Integrated Type.

QHolder, Integrated QHolder

* Direct-mounting at the tip of the cylinder is possible.

Type M 
Material

HHardness
Threaded Tapped

YGID YGIDB S45C Treated Hardness: 40~45HRC

QIntegrated

* Direct-mounting at the tip of the cylinder is possible.

Type M 
Material

HHardness
Threaded Tapped

YGIDP YGIDPB S45C Treated Hardness: 40~45HRC

Part Number P
0.1mm 

Increment

B
1mm 

Increment
L

T
0.1mm 

Increment

H
1mm 

Increment
A

E
(Shape A)

1mm Increment
L L1 L1 d R

Applicable 

Set Screw
W

Unit Price

Type
Tip 

Shape
Dh7

HUPNA HUPND THUPNA THUPND
HUPTA HUPTD THUPTA THUPTD

Threaded
HUPNA
HUPND
THUPNA
THUPND

Set Screw
HUPTA
HUPTD
THUPTA
THUPTD

A

B

6
0

- 0.012
3.0~7.0

5~50
(B≤Px4)

5 8 10

5.0~20.0

9~20

30

60

90

120

1~15

6
8

8

4 1

M5

1(2) 1,380 2,050 1,780 2,470
7.1~12.0 3 3 1,320 1,960 1,700 2,360

8

0
- 0.015

3.0~9.0
5 8 10 12 15 11~20 10 5 1.5 1(2) 1,480 2,100 1,850 2,470

9.1~16.0 4 3.5 1,410 2,010 1,770 2,360

10
4.5~12.0

(5) (8) 10 12 15 13~25
12 10

7

2

M6

1~3 1,860 2,440 2,210 2,800
12.1~20.0 4 4 1,780 2,340 2,120 2,680

10T
4.5~12.0 18 5 2 1~3 1,860 2,440 2,210 2,800
12.1~20.0 5 5 1,780 2,340 2,120 2,680

12
0

- 0.018

9.0~14.0
(8) 10 12 15 18 15~30 15

12 10
9 3

M8

4 2,100 2,690 2,590 3,360
14.1~25.0 6 6 2,010 2,560 2,340 2,920

16
13.0~18.0

(10) 12 15 18 20 19~35 18 13 4 5 2,510 3,270 3,140 3,710
18.1~32.0 8 8 2,250 2,840 2,730 3,550

EW Dimension  D6, D8: W=2 when P>5.0  D10, D10T: W=1 when P<5.0, W=3 when P>7.0  EL dimension in ( ) is applicable to Round Shape only.  EP+2≤H≤Px5

5 D P.90Express B JPY500/pc.

EA flat charge of JPY1,350 for 3 or more identical pieces.
XExpress service is not available for carburized products.

Part Number - P - B - L - T - H - A - E - (KC, KD, SC, MC)

HUPTAB10 - P6.0 - B10 - T10.0 - H15 - A30 - KD (Set Screw Shape B)

v

Alterations

Flat Position Flat Machining Wrench Flats Thread Dia.

Code KC KD SC MC

Spec.

Ordering Code  KC
Changes the flat position to 90° 
from the standard position 0°.
E Applicable to Diamond 

Shape Type only.

Ordering Code  KD
Machining on one side.
For T5.0~7.0: 3mm
For T7.1~20.0: 5mm
E Applicable to Round 

Shape Type only.

Ordering Code  SC10
Adds wrench flats.
SC=1mm Increment
SC>D SC>P SC≤H-2
E Applicable to Round 

Shape Type only.

Ordering Code  MC8
Changes the thread diameter.
ED/3≤M<D
    Mmin3
E Relief at thread end is available.
E Applicable to Threaded Type only.

Price Adder 200 200 500 200

MC

0° H

SC

H-1 -0.1
0

3 Express A JPY500/pc.

EA flat charge of JPY1,350 for 3 or more identical pieces.
XExpress service is not available for carburized products.

D P.90

Locating Pins for Fixtures

(HUK, THUK)
Height Adjusting Washer

Workpiece

D

P

H±0.1

C0.5

C0.5
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T±0.05

+0.2
 

0

0

EP+3≤H, D+3≤P

Part Number - P - T - H

HUK6 - P11.8 - T10.0 - H20

Surface Finish Relief

R1

1~
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(     )

(   
    

 )

· Holder, Tapped

* M1 Tap F

M
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D
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ℓ

Integrated, Tapped
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5
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Ø0.03 A
Tip Shape

A 0.8
G

0.8
G

6.3

6.3

10

M×1.5

L±0.1 (B)

No Edge

D
g6

M

Select from the diagram on the right.P

0

0

· Holder, Threaded Integrated, Threaded

* M1 Tap
M

F

P
H7

D
g6

ℓ1

L±0.1M×1.5

0.8
G

6.3

6.3

ℓ

25 1.66.3
G

0.8
M

M×1.5 L±0.1

D
g6

P
 

-0.
05

D-2
 

-0.2

Ø0.03 ASelect from the diagram on the right.

Tip Shape

A

6.3

0.8
G

6.3

10

(B)

No Edge
P

0

0

M
Pitch

Threaded Tapped

6 1.0 -
8 1.25

10 1.5 1.25
14 - 1.5
18 - 1.5

Tip Shape 
Selectable

A
 S

h
a

p
e

A
° 

EB

EThe center hole remains.
EP-2Etan(A/2)≥2

B
 S

h
a

p
e

A
° 

e R
B

EThe center hole remains.
 e=P/2/tan(A/2)+R-{R/sin(A/2)}

Reference:  sin15°≈0.259 sin30°=0.5
 sin45°≈0.707 sin60°≈0.866
 tan15°≈0.267 tan30°=0.577
 tan45°=1 tan60°≈1.732

E For orders larger than indicated 
quantity, please request a quotation.

D
Unit Price

YGID YGIDB
YGIDP YGIDPB

L70~150 L151~200 L70~150 L151~200

12 - - - - 3,390 3,300
16 2,660 3,380 2,530 3,210 3,980 3,940
20 3,130 3,810 2,850 3,620 4,480 4,440
25 3,280 4,180 3,120 3,970 4,910 4,870
30 3,790 4,810 3,600 4,570 5,660 5,610

Part Number - P - L - F - M - (KD, SC, RH, FC)

YGID25 - P16 - L100 - F20 - M10 - KD10

Alterations

Flat Machining Wrench Flats Side Hole Thread Length 

KD

L D

D-
1

L

D

SC X D-2 L

d (Through Hole)

RH
FC

Code KD SC RH FC

Spec.

Ordering Code  KD10
Machines one side for detent.
 KD=1mm Increment
 KD=3~10
XNot applicable to Integrated Type.

Ordering Code  SC10-X10
Adds wrench flats.

SC, X=1mm Increment
Ho lde r   : 1≤SC≤L/3 ,SC=0

 SC+X<L-L
Integrated: 1≤SC≤L/3, SC=0

 5≤X≤15
EIntegrated Type is changed from size 10.

Ordering Code  RH15  
Adds hole for driving out 
the pin when exchanged.
RH=1mm Increment
X Not applicable to 

Integrated Type.

Ordering Code   FC 
Changes the thread length to Mx2.

Price Adder 200 500 300 300

D d RH
16 8

15≤RH≤L+8
20

10
25
30 12

Part Number - D - P - B - L - T - M - (MZ)

MFR18 - D15 - P10.0 - B8 - L5 - T20 - M6 - MZ

Alteration

Wear Groove

Code MZ

Spec.

Adds a 0.25mm groove at a position 
of 4mm from the edge of P dimension.

Ordering Code  MZ

Price Adder 200

4mm

EFor orders larger than indicated quantity, please request a quotation.

QVolume Discount Rate (ERound down to nearest one yen.) P.89

Quantity 1~19 20~34 35~49 50~99
Discount Rate Unit Price 5% 10% 18%
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+0.3

0   

0.8
GA

P
0 

   
 

-0
.0

5

AØ0.03
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G

Dh7

12

0
-0.018

13
14
15
16
17
18
19 0

-0.02120

Part Number - D - P - B - L - T - M

KMFR30 - D15 - P8.0 - B8 - L5 - T18 - M6

Part Number
- P - B - L - T - H - A - E

Type Tip Shape D

HUPNA A 10 - P4.8 - B10 - L10 - T20.0 - H20 - A60 - E5

P H7 L1 L
*M1 Tapped 
(Set Screw)

8
+0.015

0 18 24 M5

10
+0.018

0

20 26

M612 24 32

16 24 32

EP dimension H7 tolerance is up to L1.

Part Number
P(H7)

L

1mm Increment

F

1mm Increment

M

Type Dg6 Threaded Tapped

Holder (Threaded)
(Tapped)

YGID
YGIDB

16
-0.006
-0.017 8

70~200 5~25

6 8 10 8 10

20 -0.007
-0.020

8 10 12

8 10

10 14

25 10 12 16
10 14 18

30 12 16

EWhen L≤Mx4, tapped hole goes through.  EW>S+N/2+2 ES>N/2+2  EWhen L≤Mx4, tapped hole goes through.

Part Number P

0.1mm Increment

B

1mm Increment

L

1mm Increment
A

E (Shape A) 

1mm Increment

M
R

Type Tip Shape Dg6 Threaded Tapped

Integrated (Threaded)
(Tapped)

YGIDP

YGIDPB

A

B

12 -0.006
-0.017

6.0~11.0

5~35

(B≤Px4)
60~150

30

60

90

120

1~10

6 8 8

316 6.0~15.0 6 8 10 8 10

20 -0.007
-0.020

6.0~16.0

8 10

10 14

25
16.0~24.0 10 14 18 4

30

ETapped Type Mx3≤L
QVolume Discount Rate (ERound down to nearest one yen.) P.89

Quantity 1~19 20~34 35~49 50~99
Discount Rate Unit Price 5% 10% 18%

EH-2>D

Part Number D
1mm Increment

P
0.1mm Increment

B
1mm Increment

L
1mm Increment

T
1mm Increment

M
Unit Price

Type H KMFR MFR

KMFR

MFR

18

12~20
8.0~12.0

5~10 3~10 15~40 6  8

- 1,240
22 2,380 1,480
25 2,430 1,530
28

8.0~17.0
2,650 1,750

30 2,670 1,780

Locating of work piece in both vertical 
and horizontal directions is possible. It is 
possible with the pocket to collect dust 
(spatter etc.) generated during welding. 
Usable as locating pins for arc welding 
processes, during which a large amount 
of spatte Pedestal Pins

Flanged
Clamp

Clamp

Type M
Material

HHardness
Pocket Type No Pocket Type

KMFR MFR SCM415 Carburized Treated Hardness: 55HRC ~ (Depth 0.7 ~ 0.8)
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