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OIL-FREE SLIDE PLATES
－COPPER ALLOY 10mm・2-BOLT TYPE/4-BOLT TYPE－

OIL-FREE SLIDE PLATES／COMPACT OIL-FREE SLIDE PLATES
－SKS3 (53～56HRC) 10mm TYPE－   －COPPER ALLOY 10mm TYPE－

2-bolt type
STW W＝  28～  75
STWT W＝100～150

4-bolt type
STW W＝100～150

ℓ Part Number   W L U/Price
1～19

45

2-bolt typeSTW

28

  75  
50 100  
75 125  

100 150  
45

38

  75  
50 100  
75 125  

100 150  
45

48

  75  
50 100  
75 125  

100 150  
150 200  
45

58
  75  

50 100  
100 150  

※    25

75

  75  
50 100  
75 125  

100 150  
150 200  
50

2-bolt typeSTWT

100

100  
75 125  

100 150  
150 200  
200 250  
100

125
150  

150 200  
200 250  
100 150 150  
150 200  

※  ℓ dimension of STW75－75 is 25. 
Pitch (ℓ) between bolts is determined which is widely taken in press dies for cars.

ℓ ℓ1 Part Number   W L U/Price
1～19

50

  50

4-bolt type
STW

100

100  
75 125  

100 150  
150 200  
200 250  
100

  50 125
150  

150 200  
200 250  
100

100 150 150  
150 200  

Part Number   W － L
STW   75 － 100
STWT 100 － 200

ℓ Part Number   W L U/Price
1～19

45

STWSZ

28
  75  

50 100  
100 150  
45

38
  75  

50 100  
45

48
  75  

50 100  
100 150  
45

58
  75  

50 100  
100 150  

STS

R  Grade-4 high strength brass (CAC304) 
(Old JIS : HBsC4) 
Special solid lubricant embedded

STWSZ

R  SKS3 
Special solid lubricant embedded

Q 53～56HRC

ℓ Part Number   W L U/Price
1～19

14

STS

15

30  
20 40  
30 50  
50 75  
14

18

30  
20 40  
30 50  
50 75  
14

22

30  
20 40  
30 50  
50 75  

Part Number   W － L

STWSZ 38 － 100

STS 18 －   50

● Sliding direction

●  Prior to use, apply initial 
running-in grease for 
better performance. 

● Installation bolt

※ For W＝28, 38, R in the 
longitudinal direction is R2 
instead of R5.

For W＝28, 38, longitudinal 
(L) direction only.

R  Copper alloy 
Special solid lubricant embedded

P  Special low head bolts 
M10－20

V Keep temperature under 80℃ or lower.

■Shims for Oil-free Slide Plate SMP X P.730

● Sliding direction

● Installation bolt

For W＝28, 38, longitudinal 
(L) direction only.

●  Prior to use, apply initial running-in grease for better performance.
V Keep temperature under 80℃ or lower.

P  Low head bolts 
M10－20

● Sliding direction

● Installation bolt

●  Prior to use, apply initial running-in grease for better performance.
V Keep temperature under 80℃or lower.

P  Low head bolts 
M5×20
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V Non JIS material definition is listed on P.1351 - 1352


