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Cooling Components②
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STAINLESS STEEL BAFFLE BOARDS
－TAPERED SCREW PLUG TYPE－

STAINLESS STEEL BAFFLE BOARDS WITH PARTITION FUNCTION
－TAPERED SCREW PLUG TYPE－
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Brazing joint (or TIG-weld)

・ Thread  JIS B0203 tapered thread for tubing R(PT) ・ Flat board

R Stainless steel (SUS304) R Stainless steel (SUS304)
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Partition part

Because the baffle board is made of stainless steel it does not easily rust. 
Also, because it is integral with the tapered screw plug, maintenance is easy.

If there is an ejector pin or an oblique slide blocking the cooling water hole 
(transverse hole), partition the inside of the longitudinal water hole, and make a 
hole mid-way along the baffle board. This will result in a structure in which IN and 
OUT are in the same plane.
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There is a partition plate on one side
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There are partition plates on both sides.

Semicircular
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V Set the water hole and the partition plate so that they are at least 10mm apart. (S≦F－ H－
2 －13)

Part Number   － L － F － S

BFPTP－S 20 － 500 － F400 － S100

・ Thread  JIS B0203 tapered thread for tubing R(PT)
R Stainless steel (SUS304)

・ Flat board
R Stainless steel (SUS304)

・ Partition board
R Stainless steel (SUS304)

QuotationQuotation

QuotationQuotation

QuotationQuotation

QuotationQuotation

QuotationQuotation

V Non JIS material definition is listed on P.1351 - 1352


